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	Machine Safety Checklist
If you answer any of the following questions with “no,” remove the machine from service until the answer changes. For line items that do not apply, simply select “yes.”
	Fixed machine guards are securely fastened.
	☐ Yes ☐ No

	Machines are free of extensive rust, corrosion, and other forms of external damage.
	☐ Yes ☐ No

	Electrical components on the machine are safe and in working condition.
	☐ Yes ☐ No

	Adjustable guards can be easily reconfigured.
	☐ Yes ☐ No

	Safety devices are in pristine condition and correctly set up.
	☐ Yes ☐ No

	Machine stop mechanisms immediately stop the equipment when triggered.
	☐ Yes ☐ No

	Control panels and electrical units are securely locked and guarded.
	☐ Yes ☐ No

	Interlocked guards stop the individual parts they protect.
	☐ Yes ☐ No

	E-stops continue to freeze the machine until they’ve been reset.
	☐ Yes ☐ No

	Trip devices are in working condition.
	☐ Yes ☐ No

	Fixed guards require a tool to remove them.
	☐ Yes ☐ No

	Feet locks are activated when the machine is not being moved.
	☐ Yes ☐ No

	There are no items being stored in front of or beneath the machine.
	☐ Yes ☐ No

	The machine is clear of objects that could potentially fall into moving parts.
	☐ Yes ☐ No

	Emergency shutdown components are easily accessible and labeled.
	☐ Yes ☐ No

	I certify that this machine has ☐ passed / ☐ failed inspection.

	Name:

	Signature:

	Date:
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This document is provided by Frontline Data Solutions as a general template to support compliance efforts but does not guarantee regulatory adherence. Users are responsible for ensuring all applicable legal and safety requirements are met.
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