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	OSHA Inspection Preparation Checklist
	Documentation

	Current labor law poster is posted in a visible area.
	☐ Yes ☐ No ☐ N/A

	OSHA 300A log is posted.
	☐ Yes ☐ No ☐ N/A

	Written health and safety program is available.
	☐ Yes ☐ No ☐ N/A

	Department-specific HazCom program is available.
	☐ Yes ☐ No ☐ N/A

	Safety data sheets are available and accessible to all employees
	☐ Yes ☐ No ☐ N/A

	Hazard assessments for PPE (job hazard analyses) are complete.
	☐ Yes ☐ No ☐ N/A

	Bloodborne pathogen program is available (includes Hepatitis A vaccine).
	☐ Yes ☐ No ☐ N/A

	Applicable training records are available (HazCom, fall protection, etc.).
	☐ Yes ☐ No ☐ N/A

	General Work Environment

	Work areas are free of clutter and well-organized.
	☐ Yes ☐ No ☐ N/A

	Storage shelves are stable and secure and have a posted load limit.
	☐ Yes ☐ No ☐ N/A

	Floors and elevated surfaces do not have unprotected edges or holes.
	☐ Yes ☐ No ☐ N/A

	Ladders have manufacturer’s labels with rating information present.
	☐ Yes ☐ No ☐ N/A

	Portable step ladders do not exceed 20 feet.
	☐ Yes ☐ No ☐ N/A

	Proper and effective safety controls are in place.
	☐ Yes ☐ No ☐ N/A

	Chemical Management

	Chemical containers (including secondary containers) are properly labeled.
	☐ Yes ☐ No ☐ N/A

	Oil rags are stored in containers with lids.
	☐ Yes ☐ No ☐ N/A

	Corrosives are stored below eye level.
	☐ Yes ☐ No ☐ N/A

	Flammable liquids are stored properly in a cabinet.
	☐ Yes ☐ No ☐ N/A

	Compressed gas cylinders are proper secured and regularly inspected.
	☐ Yes ☐ No ☐ N/A

	Spill kits are labeled and easily accessible.
	☐ Yes ☐ No ☐ N/A

	Personal Protective Equipment (PPE)

	All employees have easy access to the PPE they need for their work tasks.
	☐ Yes ☐ No ☐ N/A

	All PPE is in good working order and is stored in a designated area.
	☐ Yes ☐ No ☐ N/A

	Respirator medical evaluations are complete.
	☐ Yes ☐ No ☐ N/A

	Annual fit tests for respirators are complete.
	☐ Yes ☐ No ☐ N/A

	Hazardous noise exposures annual audiometric testing is complete.
	☐ Yes ☐ No ☐ N/A

	PPE training is complete.
	☐ Yes ☐ No ☐ N/A

	Emergency Equipment and Egress

	Eyewash/shower stations available where corrosives are present.
	☐ Yes ☐ No ☐ N/A

	Eyewash stations are inspected weekly.
	☐ Yes ☐ No ☐ N/A

	Fire alarms and extinguishers are unobstructed.
	☐ Yes ☐ No ☐ N/A

	Fire extinguishers are inspected monthly and annually.
	☐ Yes ☐ No ☐ N/A

	Overhead sprinklers have a minimum clearance height of 18 inches.
	☐ Yes ☐ No ☐ N/A

	Exit doors are unlocked and unobstructed.
	☐ Yes ☐ No ☐ N/A

	Routes of egress have at least 28 inches of clearance.
	☐ Yes ☐ No ☐ N/A

	Exit signs are clearly marked and illuminated.
	☐ Yes ☐ No ☐ N/A

	Electrical Safety

	Circuit breakers are properly labeled.
	☐ Yes ☐ No ☐ N/A

	Electricals panels are unobstructed with at least 36 in. of clearance.
	☐ Yes ☐ No ☐ N/A

	Electrical cords are in good condition (i.e. no exposed wires).
	☐ Yes ☐ No ☐ N/A

	Extension cords are not used as a permanent power source.
	☐ Yes ☐ No ☐ N/A

	Extension cords are not linked together (daisy chaining).
	☐ Yes ☐ No ☐ N/A

	Electrical outlets within 6 feet of permanent water sources are GFCIs.
	☐ Yes ☐ No ☐ N/A

	Flammable materials are not stored near electrical equipment.
	☐ Yes ☐ No ☐ N/A

	Live parts are ground and/or properly insulated.
	☐ Yes ☐ No ☐ N/A

	Machine Guarding

	Machine guards are in place for all equipment requiring them.
	☐ Yes ☐ No ☐ N/A

	Tongue guards are adjusted no more than ¼ in. from the wheel.
	☐ Yes ☐ No ☐ N/A

	Bench grinder benches are adjusted to no more than 1/8 in. from the wheel.
	☐ Yes ☐ No ☐ N/A
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This document is provided by Frontline Data Solutions as a general template to support compliance efforts but does not guarantee regulatory adherence. Users are responsible for ensuring all applicable legal and safety requirements are met.
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